Undercounter Glasswashers G Series

WASHTECH. GE

Technical data sheet for

GE

CO m p a Ct S a n iti S i n g High speed sanitising glasswasher.

Standard Features

Glasswasher  Rapid L minutecyck

W 440mm x D 510mm x H 775mm * Selectable cold rinse
* Automatic detergent dosing

*  290mm high wash chamber clearance
* \Watermark certified

¢ Flush front

» Robust stainless construction

¢ Electromechanical controls

e 150mm legs supplied

» No commissioning required

e Lessthan 5 litres per cycle water consumption
e Upto 1000 glasses per hour

e 3kWrinse

e Suits 365mm x 435mm racks

e Fits 560mm bench depth

* Removable rack slide

Accessories
* 2 xWater supply hoses included

wasHTECH GE J§

PHEEE)
WASHTECH

PROFESSIONAL WASH SYSTEMS

The unit shall be a Washtech glasswasher with Watermark certification. The glasswasher shall have a one minute complete operating cycle including operator selectable
cold final rinse. The unit shall accept racks 365mm x 435mm square with 290mm door clearance for tall glasses. A detergent injector shall be fitted and the unit shall be
supplied in 100% recyclable shipping packaging. Electrical supply to be 15 amp single phase.
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Western Australia
Telephone 08-320¢2 6820
bgarcia@moffat.com.au
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New Zealand

Moffat Limited

Christchurch

16 Osborne Street

A Hot Water temperature 65C Christchurch 8011
connection 3/4" hose supplied Telephone +64 3-389 1007
pressure 200-350kPa Facsimile +64 3-3891276
flow 20 litres per min Auckland
quality potable & soft Telephone +64 9-574 3150

. export@moffat.co.nz
B Waste connection 15BSP www.moffat conz

line 2"BSP

C Electrical single phase 240V 50Hz 15amp ,24 .7'

D Cold Water cold - otherwise as per hot

Service Support

Refer operator manual for complete installation instructions,

Dimensions Packed Dimensions

Width 440mm width 505mm

Depth 510mm Depth 575mm

Height 775mm Height 775mm

Weight 26kg Weight 38kg
Cubicmetres 0.25m?

o WaterMark
A1 s200.101

Can 03603
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