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code: model:

   ÖZTİRYAKİLER 
              Cumhuriyet Mah.Hadımköy Yolu Cad.No:8                                       

Büyükçekmece-İstanbul-TURKEY
                                         e-mail: export@oztiryakiler.com.tr
                                         web: www.oztiryakiler.com.tr

Stainless steel body
Adjustable mechanism can be adjusted according to plate diameter between Ø26 Ø32cm
50 pcs. can be loaded 
Plexiglass cover
4 pieces of wheels (Ø100) two of them with break ,two of them without break.
Can be adapted to benchs and service benchs.

PLATE DISPENSER

7868.04444.01 PLATE DISPENSER OTI 4444

OPTIONS

ACCESSORIES

STANDARDS
EN 60335-1 European Standard relating to safety of household and similar electrical appliances

EN 60335-2-49 Household and similar electrical appliances- Safety-part 49:particular requiments for 
fcommercial electric hot cupboards
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DRAIN

G30 Pressure:

WATER-IN
Cold Water Inlet:
Hot Water Inlet:

Pressure (min-max)

ELECTRICITY

Hardness:

   ÖZTİRYAKİLER 
              Cumhuriyet Mah.Hadımköy Yolu Cad.No:8                                       

Büyükçekmece-İstanbul-TURKEY
                                     e-mail: export@oztiryakiler.com.tr
                                     web: www.oztiryakiler.com.tr

OTI 4444

Height (mm)
Weight (kg)

DIMENSIONS (Net)

model:code:

7868.04444.01 PLATE DISPENSER

Width (mm)
Depth (mm)

DIMENSIONS (Shipping) 
440
440
850
25,4

480
570

COMPOSITION OF TOP

COMPOSITION OF THE BOTTOM PART

1150
30

Width (mm)
Depth (mm)
Height (mm)
Weight (kg)
Volume (m³) 0,27

kWPower: Btu/hr

GAS
kcal

G30/G31 Pressure:
Pressure:G20

mbar kg/h

m³/h

Protection Class: IP 20

Temperature (min-max) °Cbar kPa

F

230V / NPE  50/60 Hz
Power: 1,5
Supply Voltage:

kW

Gas Inlet:
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